
STÖHR ARMATUREN GmbH  
Dornierstraße 4
86343 Königsbrunn, Germany

fon: +49 8231 34 90 – 0 
fax: +49 8231 34 90 – 45
sales@stoehr-valves.de

V A L V E S F O R E X T R E M E S

Sender

Company, Institute*:

Contact name:

Phone*:

Email*:

Signature:

Supplementary information

Expected heat input:	
Watt

Temperature installation area:	
C°

Location of installation: 
indoor outdoor

Special requirements:	
desert, salty water etc.

Installation position:
optional 	 normal

Further options

Welding flange for vacuum-jacketing*:
yes

Surface treatment:	
polished 	 electro polished

Purge connections:
yes

Purge valve:
yes

Customer specific
please specifyacceptance tests:

Strainers

Required wire mesh size*:
other 	 Standard 40 μm

Max. pressure drop:	
Δp

Valve type, sizes and quantity

Quantity*: 	
pieces

Valve type*:	
series

Body type:	 straight-through (180°)

Nominal diameter*: 
DN

Nominal pressure*: 
PN maximum

Type of medium or combination of medias*:	
e.g. He

Medium temperature*:	
temp.	 °C 	 K

Required connections: 
type measurement	 standard

Checkliste 
Strainer
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Your RFQ:
Send checklist to: sales@stoehr-valves.de

https://www.stoehr-valves.com/support
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